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Abstract. Mesoporous-nanostructured θ-Al2O3 was synthesized by an autoclaving technique using different amides
i.e., formamide (F), dimethyl formamide (DMF) and diethyl formamide (DEF) at 150◦C/24 h followed by calcina-
tion at 1000◦C. Crystallization and structural behaviour of the as-synthesized materials were characterized by X-ray
diffraction and Fourier transform infrared spectroscopy. The porosity study was carried out by N2 adsorption–desorption
(BET) technique. Microstructural features were measured by transmission electron microscopy (TEM). The amide-
based solvents played a deliberate role in microstructural and textural features of θ-Al2O3. The DMF-based solvent
showed an enhanced surface area of 158 m2 g−1. The as-prepared θ-Al2O3 rendered a nano-sheet, nano-rod and
nano-flake like morphology for F, DMF and DEF derived products, respectively. From the UV–Vis spectroscopic mea-
surement, the estimated band-gap of θ-Al2O3 was found to be 5.16–5.40 eV. Photoluminescence investigation further
revealed blue emission particularly for excitation at a wavelength of 252 nm. A DMF-derived sample rendered the
lowest band gap due to its smaller crystallite size and higher surface area compared to that of F- and DEF-derived
samples.
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1. Introduction
Fabrication of mesoporous alumina with controllable
architecture is primarily essential for its extensive application
arena in ceramics, sensing, membranes, adsorption, catal-
ysis and catalytic supports [1–6]. The potency of alumina
nanostructure indeed depends on its textural and structural
frameworks. Theta alumina (θ-Al2O3), in particular is known
as a good candidate for optical photoluminescence (PL)
applications [7]. Among all alumina polymorphs, θ-Al2O3 is
structurally unique due to its equal distribution of aluminium
cations (Al+3) among tetrahedral and octahedral lattice posi-
tions within an oxide framework [8]. Instead of metastability,
θ-Al2O3 is a stable framework with monoclinic symmetry. A
larger crystallite size and fewer numbers of defects in the crys-
talline framework further facilitate its tunable optical appli-
cations. However, fabrication of pure θ-Al2O3 nanostructures
is relatively tricky and rarely explored in the literature. Gang-
war et al [9] successfully synthesized θ-Al2O3 nanowires
particularly for rapid optical sensing application. Stability of
Electronic supplementarymaterial: The online version of this article (https:// doi.org/ 10.1007/ s12034-019-1989-8) contains supplementary
material, which is available to authorized users.
θ-Al2O3 was determined by introducing a catalytic amount
of chromium (Cr), which was further theoretically explained
by Lodziana et al [10]. The luminescence feature of such
alumina nanostructures is admirable due to their com-
plex lattice dynamics, high thermal sustainability and ideal
electronic band alignment. This encourages us to fabri-
cate mesoporous θ-Al2O3 nanostructures by a cost-effective
template-free method specifically for textural and optical
investigations.
Herein, we have reported a facile synthetic strategy to
design mesoporous θ-Al2O3 nanostructures using different
amide-based solvents, ABS (formamide (F), dimethyl for-
mamide (DMF) and diethyl formamide (DEF)). Employment
of ABS contributed a significant in-situ structure directing and
pore-templating effects towards the crystalline framework of
θ-Al2O3. In this report, the influence of ABS (F, DMF and
DEF) on the preparation of θ-Al2O3 has been illustrated in
terms of its textural, morphological and optical properties.
An extensive correlation among nanostructures, textural fea-
tures and optical properties has been established.
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Figure 1. (a) XRD and (b) FTIR patterns of θ-Al2O3 derived from (i) F, (ii) DMF and (iii) DEF.
2. Materials and method
2.1 Materials preparation
All the chemicals were analytical grade and employed without
any purification.
For the preparation of θ-Al2O3, 5 mmol Al(NO3)3·9H2O
was added into 5 ml of Millipore water followed by addition of
100 mmol of F, DMF and DEF each under stirring conditions.
The homogeneous solution was treated by an autoclaving
technique at 150◦C/24 h. After completion of the reaction,
the as-prepared sample was centrifuged and washed. Then
the wet product was dried at 60◦C in an oven for 12 h. The
dried powder was heated at 500◦C/1 h with a heating rate of
1◦C min−1 followed by rising temperature up to 1000◦C/1 h
with a heating rate of 5◦C min−1.
2.2 Characterization
The phase-investigation was performed by powder X-ray
diffractometer (PXRD, Philips X’Pert Pro PW 3050/60,
40 kV and 30 mA) with Cu-Kα (wavelength of 0.15418 nm)
and nickel filter setup for phase purity. The d (crystallite
size) value of θ-Al2O3 powder was measured by Scher-
rer’s mathematical relation: d = 0.9λ/B cos θ , where, λ,
B and θ are the wavelength of Cu-Kα (0.154 nm), full
width at half maximum of the highest intense PXRD peak
(radian) and the angle of the corresponding peak, respec-
tively. Structural characterization was further carried out
by Fourier transform infrared (FTIR) spectroscopy (Nicolet
5PC, Madison, WI, KBr pellet) with a resolution of 4 cm−1.
The surface area and porosity were measured by a nitrogen
adsorption–desorption technique (ASIQ MP, Quantachrome)
with a degassing temperature of 250◦C for 4 h. The Brunauer–
Emmett–Teller (BET) and Barrett–Joyner–Halenda (BJH)
methods were used to analyse the surface area and pore size
distribution of the samples, respectively. The pore volume
was calculated from a nitrogen adsorption volume at (p/p0)
of 0.99. Microstructural feature of θ-Al2O3 was investigated
by transmission electron microscopy (TEM, 300 kV, Tecnai
G2 30ST). The optical property of samples was examined
by a UV–VIS–NIR spectrophotometer (UV3600, Shimadzu,
Japan). PL studies were recorded by using a Horiba Jobin
Yvon Fluoromax 4 spectrophotometer equipped with a 150 W
Xe lamp.
3. Results and discussion
3.1 Structural studies
The crystallization study of the sample is shown by the PXRD
pattern of the 1000◦C calcined sample using F and its deriva-
tives such as DMF and DEF (figure 1a). The crystalline peaks
resembled with the formation of θ-Al2O3 (JCPDS 11-0517).
The diffraction patterns of possible other alumina polymorphs
could not be obtained during PXRD measurement indicat-
ing phase pure θ-Al2O3. The crystallite size of θ-Al2O3 was
within the range of 7.6–8.5 nm. It is observed that there are
no adequate changes in the crystal phase with the variation of
ABS (F, DMF and DEF). However, calcination at relatively
low temperature (800◦C) rendered the formation of γ-Al2O3
(supplementary figure S1, ESI). Therefore, high-calcination
temperature was required for the phase transformation from
γ-Al2O3 to θ-Al2O3.
Figure 1b presents FTIR spectra of θ-Al2O3 prepared using
different ABS (F, DMF and DEF). For θ-Al2O3, Al–O stretch-
ing vibration mode of the tetrahedral coordination unit (AlO4)
was identified from vibration modes at around 750–850 cm−1,
while 550–600 cm−1 was originated from an octahedral unit.
The appearance of peaks at ∼1580 and ∼3400 cm−1 corre-
sponds to the bending and stretching modes of the intercalated
hydroxyl group, respectively [11]. It is pointed out that with
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Figure 2. (a–c) Nitrogen adsorption–desorption isotherms and (d–f) pore size distributions of θ-Al2O3 derived from (a, d) F,
(b, e) DMF and (c, f) DEF.
Table 1. Textural properties of θ-Al2O3 (calcined at 1000◦C) obtained from different
ABS.
Sample IDa Crystallite size (nm) SBET (m2 g−1)b Vp (cm3 g−1)c D (nm)d
F/24/20 8.4 76 0.26 7.03
DMF/24/20 7.6 158 0.57 14.53
DEF/24/20 8.1 137 1.33 38.8




variation of ABS (F, DMF and DEF), no remarkable changes
were noticed.
Figure 2 shows the nitrogen adsorption–desorption
isotherm (a–c) and pore-size distribution (d–f) of the syn-
thesized θ-Al2O3 samples. It demonstrates type IV isotherm
(according to IUPAC classification) indicating mesoporos-
ity of samples [12]. It is worth mentioning that variation of
ABS directly influences hysteresis loops in isotherm. The
F-derived sample shows a H4 type curve with a narrow slit-
like pore geometry as revealed by a near-horizontal plateau
at lower p/p0. The nature of isotherm is further changed
into H2 type in the presence of DMF indicating ink-bottle
pore and/or pore constrictions [13]. For the DEF-derived
product, interconnected slit-like pore geometry is observed
indicating a H3 type hysteresis loop. Table 1 shows the
pore volume, pore diameter, BET surface area and crystal-
lite size values of different ABS-derived samples. The BET
surface area values for F-, DMF- and DEF-derived prod-
ucts were found to be 76, 158 and 137 m2 g−1, respectively.
A significant changes in the pore diameter and pore vol-
ume occurred among different ABS-derived products. The
pore-size distribution was broader for the θ-Al2O3 sample
due to the existence of irregular interparticle voids at high-
calcination temperature. The textural property of the θ-Al2O3
(calcined at 1000◦C) sample was compared with γ-Al2O3
(calcined at 800◦C). Supplementary figure S2 (ESI) shows
nitrogen adsorption–desorption isotherm and pore-size dis-
tribution of the synthesized γ-Al2O3 sample. The textural
features of γ-Al2O3 are represented in supplementary table
S1 (ESI). It further revealed the significant increment of the
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Figure 3. TEM images of θ-Al2O3 derived from (a–c) F, (d–f) DMF and (g–i) DEF.
pore-size for the DMF and DEF assisted sample from 800
to 1000◦C. The reduction of the surface area and increment
of the pore size were attributed to coalescence of meso-
porosity with an increase in the calcination temperature.
This phenomenon could be attributed to pore swelling and
templating properties of the hydrolysis products of ABS.
During hydrolysis ABS releases ammonia (NH3), dimethyl
amine (HNMe2) and diethyl amine (HNEt2) along with formic
acid (HCOOH) from F, DMF and DEF, respectively [14].
It is interesting to reveal that hydrophobicity of the hydrol-
ysed product increases as NH3 < HNMe2 < HNEt2, which
further assists the pore swelling to enhance the pore diam-
eter and pore volume within the θ-Al2O3 sample [15]. The
lower crystallite size further enlarges the surface area for the
DMF assisted sample as compared to F- and DEF-derived
products.
Figure 3 shows the TEM images of θ-Al2O3 prepared using
(a–c) F, (d–f) DMF and (g–i) DEF. For the F-derived sam-
ple, a nano-sheet-like architecture was obtained along with
plenty of interparticle voids. However, nano-rods and nano-
sheet-shaped nanostructures were formed in the presence of
DMF and DEF, respectively. Microstructural analysis fur-
ther depicts nanorods having an aspect ratio of 8–30 for the
DMF-derived sample, while elongated nano-flakes appeared
for the DEF modified sample (aspect ratio of ∼800). However,
close inspection of the samples reveals the existence of plenty
of elongated nano-flakes which are further self-assembled
together to form nano-sheets (supplementary figure S3, ESI).
The microstructural variation in the presence of different ABS
(F, DMF and DEF) is governed by the sticking and scrolling
mechanism with a dissolution–recrystallization process [16].
During the autoclaving treatment, pH of the solution was
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Figure 4. (a–c) UV–Vis absorption spectra and (d–f) (αhν)2 vs. photon energy plot of θ-Al2O3 derived from (a, d) F, (b, e) DMF and
(c, f) DEF.
acidic for the amide-derived sample (pH 4 to 5.5). In acidic
medium, the layer structure of boehmite was disrupted due
to the presence of excess protons in solution. Bell et al [17]
further demonstrated the formation of γ-Al2O3 through the
scrolling mechanism of the disrupted boehmite layer (2D) into
the corresponding favourable microstructure to reduce the
surface energy under acidic conditions. Again, intercalation
of the in-situ hydrolysed product redirected the morphology
of the sample through the dissolution–recrystallization pro-
cess [18,19]. The polycrystalline features of θ-Al2O3 were
further confirmed by high-resolution transmission electron
microscopy analysis. It also demonstrates the inter-planner
spacing of 0.2 nm corresponding for the (−422) plane of θ-
Al2O3. It is worth mentioning that hydrolysis products (NH3,
(CH3)2NH and (C2H5)2NH) of amides play a deliberate role
in porous architecture via several kinds of weak electrostatic
interactions and entropic involvement of the hydrophobic
moiety [19].
3.2 Optical studies
An optical property of the sample has been investigated by
UV–Vis diffuse reflectance measurement. Figure 4 presents
the UV–Vis diffuse reflectance spectra (a–c) and the band-
gap energy plot (d–f) of θ-Al2O3 obtained from (a, d)
F, (b, e) DMF and (c, f) DEF. For further clarity, a
high-resolution UV–Vis diffuse reflectance pattern is shown
in the insets of figure 4. In UV–Vis diffuse reflectance
spectra, three absorption bands were obtained at ∼208 nm
(5.96 eV), ∼258 nm (4.80 eV) and ∼292 nm (4.24 eV). The
major absorption peak at ∼208 nm (5.96 eV) is originated
because of charge transfer O2− → Al3+, while other two
absorption peaks are due to different absorption sites of
the θ-Al2O3 framework [8,9]. The band-gap is measured
from optical UV–Vis spectra from Tauc mathematical rela-
tion:
(αhν)1/n = A(hν − Eg)
where α, h, hν, A and Eg represent the absorption coefficient,
Planck’s constant, photon energy, proportionality constant
and optical band gap of the sample, respectively. The band
gap is calculated by extrapolating the linear region consid-
ering direct transition (n = 1/2 ) from the plot of (αhν)2
vs. hν. The optical band gap values were obtained as 5.2,
5.16 and 5.4 eV for F-, DMF- and DEF-derived θ-Al2O3,
respectively [20]. Accumulation of surface atoms within
the nano-scale regime is actually depending on the parti-
cle size and morphological feature of samples. A particle
with a smaller crystallite size and higher surface area rein-
forces higher surface pressure as well as higher lattice strain,
which could be reason behind the lowest band-gap value
for the DMF-derived sample [21]. However, Mondal et al
[22] recently demonstrated the lower band gap energy of
CdS nanorod architecture in comparison with nanoclusters
and nanoparticles on the basis of increasing strain of the
crystallite. Therefore, the lowest band gap value for the DMF-
derived sample could be due to the smaller crystallite size
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Figure 5. PL spectra of θ-Al2O3 derived from (a) F, (b) DMF and (c) DEF.
and higher surface area (SBET) value as well as nanorod-like
architecture compared to that of F- and DEF-derived sam-
ples.
The enhanced optical property of the sample is further anal-
ysed by PL spectra of F, DMF and DEF modified θ-Al2O3
(figure 5). In the luminescence spectrum, a broad emission
spectrum at around 380–520 nm (2.38–3.26 eV) was obtained
at an excitation wavelength of 252 nm (4.91 eV). The appear-
ance of the major two broad peaks at around 397 and 421 nm
(3.12 and 2.94 eV) corresponds to the blue emission of the
sample. The existence of cationic vacancy of Al+3 as well as
the F+-centre could be the reason behind intense blue emis-
sion at around 397 nm [23]. However, intense emission at
around 421 nm could be originated from the F-centre [24].
Further, spectrum analysis exhibited the presence of one
blue emission of the sharp peak at around 469 nm (2.64 eV)
together with weak shoulder peaks of blue emission at around
439, 451 and 483 nm (2.82, 2.74 and 2.56 eV). Appearance of
such weak shoulder peaks could be due to F2 centres [25].
It is important to mention that hydrolysis products (NH3,
(CH3)2NH and (C2H5)2NH) of amides have a key role as the
structure directing agent, which further influence the optical
absorption spectrum as well as the band gap of the θ-Al2O3
sample.
4. Conclusions
Mesoporous θ-Al2O3 with a tunable nanostructure was syn-
thesized using different ABS (F, DMF and DEF) under
autoclaving conditions at 150◦C/24 h followed by calcination
at 1000◦C. DMF assisted θ-Al2O3 rendered the highest sur-
face area of 158 m2 g−1. The high-surface area and pore size
of θ-Al2O3 are attributed to templating and structure direct-
ing property of NH3, (CH3)2NH and (CH3CH2)2NH obtained
from hydrolysis of F, DMF and DEF, respectively. Control-
lable architecture along with large abundance of mesoporosity
enhanced optical property through lowering the band gap
value. It demonstrated blue emission, particularly for exci-
tation at a wavelength of 252 nm. The lowest band gap value
for the DMF-derived sample could be due to the smaller
crystallite size and higher SBET value compared to that of F-
and DEF-derived samples. This investigation could be con-
vincing for the fabrication of mesoporous ceramics even at
high temperature, particularly for membrane and refractory
technological arena.
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